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MATERIALS LIST
ITEM PART MATERIALS ASTM SPEC.

1 BODY BRASS ASTM B283
2 TAILPIECE BRASS ASTM B283
3 BALL BRASS ASTM B283
4 SEAT PTFE
5 STEM BRASS ASTM B124
6 THRUST WASHER PTFE
7 PACKING RING PTFE
8 GLAND NUT BRASS ASTM B124
9 HANDLE CARBON STEEL CARBON STEEL

10 HANDLE NUT CARBON STEEL CARBON STEEL
11 FERRULE BRASS ASTM B124
12 COMPRESSION NUT BRASS ASTM B283
13 DRAIN PLUG CAP BRASS ASTM B124
14 DRAIN PLUG SEAL PTFE

*Not intended for use in potable water.

Brass Ball Valve
Two Piece

Full Port
150 SWP/400 WOG
Compression Ends

Blow-Out Proof Stem
ASME A112.4.14

8271* ½”-¾”

         DIMENSIONS
UNITS A B C D E

1/2
INCHES 0.39 3.2 0.89 1.54 3.37
mm 10 82 23 39 86

3/4
INCHES 0.59 3.23 1.05 1.66 3.37
mm 15 82 27 42 86

E

D

B

OA

E

D

B

OA

1/4" 3/8" 1/2" 3/4" 1" 1-1/4" 1-1/2" 2" 2-1/2" 3" 4"
DN6 DN10 DN15 DN20 DN25 DN32 DN40 DN50 DN65 DN80 DN100

IN C H ES    0.31        0.31       0.39       0.59      0.79        1.00         1.26        1.50        2.00       2.52     2.95
mm 7.9 7.9 9.9 15.0 20.1 25.4 32.0 38.1 50.8 64.0 74.9
IN C H ES     1.65       1.65        2.30       2.55      3.05        3.43         3.76        4.21       5.50        6.22     7.31
mm 41.9 41.9 58.4 64.8 77.5 87.1 95.5 106.9          139.8         158.0     185.5
IN C H ES   0.83   0.83        1.15   1.28   1.53   1.72  1.88    2.11       2.75        3.11     3.66
mm 21.1 21.1 5.6 32.5 38.9 43.7 47.8 53.6 69.9           79.0        93.0
IN C H ES  1.38 1.38 1.50 1.61 2.00 2.17 2.72 2.87 3.66 4.02 4.33
mm 35.1 35.1 38.1 40.9 50.8 55.1 69.1 72.9 93.0 102.1 110.0
IN C H ES 3.31 3.31 3.31 3.31 4.65 4.65 5.28 5.28 7.87 7.87 7.87
mm 84.1 84.1 84.1 84.1 118.1 118.1 134.1 134.1 199.9 199.9 199.9
T H R EA D
SIZ E 1/4" NPT 3/8" NPT 1/2" NPT 3/4" NPT 1" NPT 1-1/4" NPT 1-1/2" NPT 2" NPT 2-1/2" NPT 3" NPT 4" NPT

9 9 12 18 40 72 112 161 287 448 645
Note: DN (Diameter Nominal) = Metric equivalent size.
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FORGED BRASS BALL VALVE
TWO PIECE, STANDARD PORT (1/2”-4”) FULL-PORT 1/4”-3/8”)
400 PSIG WOG
THREADED ENDS
BLOW-OUT PROOF STEM

ASME A 112.4.14
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VALVES RATED FOR VACUUM SERVICE TO 29 INCHES Hg.
PRESSURE - TEMPERATURE DATA
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WORKING TEMPERATURE - C

66 121 149 177 20438 93

Seat Material Rating

232

B
C

E

HAM
M

OND

R


